
NASA TM x-89

o_
oo

!

x

<

<
z

, . J

TECHNICAL MEMORANDUM
X-89

MATERIALS PROBLEMS IN CHEMICAL LIQUID-

PROPELLANT ROCKET SYSTEMS

By L. L. Gilbert

Aerojet-General Corporation

Azusa, California

NATIONAL AERONAUTICS

WASHINGTON

AND SPACE ADMINISTRATION

August 1959

Declassified August 19, 1960





NATIONALAERONAUTICSAND SPACE ADMINISTRATION

TECHNICAL MEMORANDUM X-89
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SUMMARY

With the advent of the space age, new adjustments in technical

thinking and engineering experience are necessary. There is an increasing

and extensive interest in the utilization of materials for components to

be used at temperatures ranging from -423 ° to over 3500 ° F.

This paper presents a description of the materials problems asso-

ciated with the various components of chemical liquid rocket systems.

These components include cooled and uncooled thrust chambers_ injectors 3

turbine drive systems, propellant tanks, and cryogenic propellant
containers.

In addition to materials limitations associated with these components,

suggested research approaches for improving materials properties are

made. Materials such as hlgh-temperature alloys, cermets_ carbides,

nonferrous alloys_ plastics, refractory metals 3 and porous materials are
considered.

INTRODUCTION

Liquid rocket engines, complex systems which vary in materials

requirements, are influenced by a host of factors which include propel-

lants used and performance requirements. It is difficult to generalize

on the materials problems without reference to specific components and

systems. In the past years, considerable research and development have

taken place with varied monopropellant and bipropellant systems. It

is necessary in the interest of brevity to limit this discussion to some

pertinent materials problems relating to major components in chemical

liquid rocket engines. Examples of presently_developed systems are

This report was originally prepared for the NACA Subcommittee on

Power Plant Materials and the author, a member of that group 3 presented

it at the meeting on February 123 1958.

** Title, Unclassified.



(i) the Titan propulsion system using liquid oxygen and RP-I, (_) the
Bomarcpropulsion system utilizing type III-A fuming nitric acid and
JP-X, and (S) the second-stage Vanguard propulsion system utilizing
type I-A fuming nitric acid and unsymmetric_l dimethyl hydrazine.

To obtain improved performances future liquid rocket engines will
undoubtedly require the use of oxidizers su_:has fluorine s nitrogen
tetroxidej and liquid oxygen with such fuell_; as ammonia_hydrogen_ and
other exotic fuels. This will undoubtedly increase the combustion gas
temperatures which the materials of construction must withstand and_ in
somecases_ increase storability and handling problems. Table I indi-
cates someof the potential future propellant combinations and their
theoretical combustion temperatures. It ma__also be pertinent to indi-
cate that rocket industry research and deve_.opmentefforts in materials
and processes have been primarily (i) in th_ evaluation of the mechanical,
physical_ and chemical properties of commer_:ially available materials to
provide design criteriaj and (2) in the establishment of reliable proc-
essing procedures. Theoretical and basic research findings are applied
wherever possible to improve the state of the art. Discussion of mate-
rials problems will therefore reflect desig_:Lconcepts and processing
limitations.

THRUST-CHAMBERASS_LY

Uncooled Chamber_

Uncooled chambersoperate under unsteac_y-state thermal conditions
in which temperature equilibrium is not attained. Heat is transferred
to the inner wall of the chamberfrom the cc,mbustiongases and is absorbed
by the metal. The temperature of a given point within the chamberwall
varies with the time of exposure. Operating; temperatures of uncooled
chambersare limited mainly by the high-tem],erature materials used.
However_metal chamberscan be madeto with_;tand higher temperatures by
the use of a refractory liner. Thus_ refractory materials are used in
uncooled-thrust-chamber interior walls and _hroat areas in either cast
or formed bodies and as coatings or both. !'he metal structures support
the refractories and carry the applied load_.

The principal problem encountered with uncooled units s aside from
erosion of the lining s is premature overhea_ing of the metal casing
brought about by localized overheating and lreakdown of either component
of the composite lining-insulation wall or cevelopment of gas passageways
behind the lining (usually related to overheating). The problem has been
con_rolled principally by lining design (e.g._ heavier walls s geometric
design to minimize thermal-shock effects to the lining_ etc.)_ selection
of lining and insulation materials s and injector pattern design.
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In the selection of refractory materials for uncooled-thrust-
chamber liners, the following parameters are considered: (i) resistance
to thermal shock, (2) refractory properties, (5) low specific gravity,
(_) oxidation and corrosion resistance, (5) erosion resistance, and (6)
thermal conductivity.

Someof the most promising high-temperature refractory materials
for thrust-chamber lining applications include_ graphite and carbon,
silicon-carbide-coated graphite s silicon carbide, silicon carbide bonded
with silicon nitride_ zirconium boride, and graphite plus silicon carbide
bodies. Of these materials, the graphite and the silicon-nitride-bonded
silicon carbide have found the widest usage. Graphite's superior resist-
ance to thermal shock, great refractoriness (volatilization pointj
6600° F), low specific gravity, (1.6 to 1.7), and machinability has always
madethis material one of the most attractive refractories for airborne
powerplants. However_its high affinity for oxygen at relatively low
temperatures seriously limits its use in applications where highly oxi-
dizing conditions may exist. Also_ the erosion resistance of graphite
is low. With the development of silicon carbide and silicon nitride
coatings applicable to graphite s its utility has notably increased
through improved resistance to erosion and oxidation.

Silicon carbide bonded with silicon nitride, unlike most molded
refractories_ essentially retains its original molded dimensions in kiln
firing and thus permits dimensional stability without attendant shrinkage
problems for precision parts. Its resistance to thermal shock is less
than graphite-bearing refractories, but somecontrol is possible through
section design (shape and size). Being more resistant to gaseouserosion
and almost infinitely more resistant to oxidizing acids than graphite s
this material has found considerable use as a lining media for repetitive
firing applications with liquid propellants. The specific gravity of the
material (2.7 to 2.9) and manufacturing limitations on minimumwall thick-
messeslimit the size of the unit which can be madeon a competitive
weight basis. Typical properties of this material are given in table II.

A mixture of silicon carbide and graphite has proven to be a promising
combination for lining use. Onecombination showsvery good resistance
to fuming nitric acid oxidizer injector streaking. Although the material
will disintegrate whenimmersedin acid_ it resists attack under oxidizer
streaking conditions by the development of a continuous protective coat-
ing_ formed from additives in the body_ as a high temperature is reached.
This material also has exhibited good thermal-shock resistance amdhas a
specific gravity between graphite and silicon carbide.

Silicon carbide (i00 percent) shapes, a newpromising material s can
now be produced with a higher melting or softening point than silicon-
nitride-bonded silicon carbide. Ninety-five percent of the theoretical
density of silicon carbide (5.17) can be produced in this product (KT



silicon carbide), but, because of the need _or lightweight materials
having the greatest possible resistance to thermal shock3 the introduc-
tion of more porosity in the material maybe advantageous. Zirconium
boride, another relatively recently developed material, is next to
graphite in refractoriness, having a melting point of 5560° F. It is
extremely heavy, expensive_ and difficult to manufacture, all of which
limit its use to'small components. The resLstance of zirconium boride
to thermal shock has been found to be rathe¢ low as comparedto the
other materials mentioned. Recent tests of the cermets LT-I and LT-2
(60%W, 25_ Cr, 15_ A1203) showpromise for use as small nozzles. Cermets
have not received muchattention in the past as lining materials because
of their high specific gravity_ cost, and critical material content.

It maybe noted that the oxide ceramics (alumina, magnesia, and
zirconia) have not been mentioned. Although the oxides, with few excep-
tions, have a low thermal conductivity (6 to 18 Btu/sq ft/hr/°F in. at
2200° F), a desirable property for lining m_terials, as comparedto the
noted carbides (109 to i13) and graphite (>300), the oxides have limited
thermal-shock resistance and are difficult to form in close tolerances
in any but small shapes. The meancoefficient of thermal expansion per
OF (to 2500° F) is higher for oxide ceramics (16×10-7 to 89×10-7 ) than
for the carbides (29xi0 -7) or graphite (22×10-7).

Erosion and high-temperature breakdownof refractories are usually
interrelated. This has been particularly noted in liquid-propellant
thrust chamberswhere strong oxidizing atmospheres are possible. Some
observers believe eroding is more often the result of an erosion-
corrosion process rather than the erosion a_one. In solid-propellant
engines, where chamberpressures are usuall f higher than in liquid-
propellant engines and solid particles of m_terial maybe ejected,
eroded surfaces of graphite appear coarse m_idabraded. In liquid-
propellant engine chambers in areas of knoml oxygen-rich atmospheres,
the eroded surface of the graphic is fairly smooth. It, therefore,
appears that erosion of the materials is affected by the composition,
solids content, and velocity of the gases.

Newconcepts of thrust-chamber designs using refractory linings are
not numerous. An interesting and potentially promising concept which
has had only limited investigation is the c)mbination of a refrac-
tory lining and a regeneratively cooled cha_er. This probably would be
most applicable to the smaller sizes of units (less than 1000-1b
thrust). The temperatures resulting from higher impulse propellants are
obviously more difficult to contain for either the uncooled or cooled
t}Te of unit. Insertion of a refractory between the chambergases and
the metal walls of the coolant passages to _ive lower metal temperatures
should provide a muchhigher reliability fa:tor than would be possible
otherwise. However, this concept does not ii?rovide for design simplicity
or weight reduction.
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Because of its high stress-rupture and other high-temperature prop-
erties_ molybdenumcan be considered as a future potential structural
material for the outer liner where radiation from a hot outer shell is
not important or can be tolerated. Problems relative to joining (welding
and brazing) and surface coating (to prevent surface oxidation) require
that molybdenumundergo state of art development to ensure its reliabil-
ity for this application.

Another concept for uncooled units, which has not been investigated
to any extent for liquid-propellant engines but has been used successfully
in solid-propellant units, concerns lining the walls with reinforced plas-
tics_ glass_ quartz, or asbestos in combination with ceramic throat in-
serts for single fired units. While the excellent insulating qualities of
the plastic componentsare attractive, erosion of the plastic could be ex-
pected_ therefore requiring thickness loss allowances. Promising results
have also been obtained with liners fabricated from a cellular or skeleton
ceramic impregnated with plastic resins. Lightweight transpiration-
cooled ceramic or cermet materials may also be worthy of future
development.

Test samples fabricated from tungsten metal which were evaluated for
jetavator application showedexcellent erosion resistance to 5500° F when
placed in the exhaust of a solid-propellant rocket engine operating with
high solids content in the exhaust gases. Further evaluation is needed
of the possibility of the application of a tungsten metal coating over
graphite and other substrates. Such coatings might provide high erosion
resistance in nozzle inserts under conditions of liquid-propellant oxi-
dizing exhaust atmosphereswith high velocity and high specific heat.

Cooled Chambers

Cooled thrust chambersmaybe constructed by using a double wall or
formed assembled tubular design. Parameters for both types are essen-
tially similar. The strength-density ratio is an important consideration
to minimize weight of chambers. Materials with high thermal conductivity
tend to alleviate hot-spot difficulties. The material must be able to
resist coolant corrosion or the buildup of a corrosion product surface
film which would interfere with coolant heat transfer on one surface.
It also must resist the corrosive-erosive action of high-velocity combus-
tion gases on the opposite surface. The material must have excellent
formability characteristics and must be readily welded or brazed. The
materials must be available in forms and with dimensional tolerances that
are economically and expeditiously usable for the design. All these
requirements are considered and compromisedwhenmaterials are selected
for specific 3 cooled-thrust-chamber designs and heat-transfer require-
ments. Somematerials which have been utilized are 30_ stainless steel,



17-7PHand AM-350stainless steels_ Haynes 25 cobalt-base alloy, and
5052 and 6061 aluminum alloys. Each has h_d its peculiar set of

difficulties.

Some of the material and process problems encountered with cooled

thrust chambers have been: (I) areas of localized overheating, often to

the melting point, that is_ hot spots; (2) reduction of chamber wall

thickness by the erosion-corrosion action >f high-velocity hot exhaust

gases; (3) welding of thin wall tubes withgut excessive drop through,

which would restrict internal fluid flow a_d disrupt cooling; (4) lack

of facilities of sufficient size to braze large-size thrust chambers;

and (5) excessive tubing tolerances_ which result in fabricating problems

associated with maintenance of proper braze joint tolerances.

A destructive hot spot exists when the material of the chamber wall

cannot rapidly distribute local heat concentration over a wider area.

Melting or structural change occurs. Figu:e i illustrates a thrust

chamber in which failure o_curred in a loc_lized overheated hot spot.

As indicated in figure 2, a hot-spot fractlre may show a similarity in

microstructure to a thermal-fatigue crack. There is also some evidence of

intergranular oxidation. Similar failures have also been observed which

were definitely stress-rupture in nature. Increasing the melting point of

the wall material is one solution. Increa:_ing thermal conductivity will

help. Aluminum, with a low melting point _f approximately IZO0 ° F but

with higher thermal conductivity than the :ommon elevated-temperature

service alloys, has been successfully utilized for cooled thrust chambers.

However, as indicated in figure 3, the erosion-corrosion action of high-

velocity hot exhaust gases can result in r_duction of tube wall thickness

and burn-through. Figure 4 shows a VanguaTd aluminum alloy thrust chamber
in which erosion-corrosion of the chamber _alls has been overcome to some

extent by the application of a tungsten carbide coating by means of the

Linde Flame Plate Process. This provides l_n erosion-resistant adherent

coating with high melting point and good t_lermal conductivity, and, thus_

the advantages of the aluminum alloy (low _[ensity, high thermal conduc-

tivity, and high corrosion resistance) are retained.

Figure 5 shows the interior surface i_l the convergent section of an

uncoated aluminum alloy thrust chamber in _ich tube wall thickness

reduction and subsequent fracture and locaZized melting occurred after

repeated firings. Figure 6 shows the inte_'ior surface appearance of an

aluminum alloy thrust chamber coated with -.ungsten carbide to increase

the operating life of the assembly. CoatiiLg thickness is of the order of

0.004 to 0.005 inch. Molybdenum, with a m_iting point of 4760 ° F and

high thermal conductivity, may be used in _he future for cooled chambers

when reliable joining techniques with acce_table joint efficiencies and

suitable coatings to provide oxidation resfstance have been developed.



Tubular design thrust chambersintroduce fabricating difficulties:
first_ in procuring tubing in the material_ dimensions_ and tolerances
desired_ second, in the forming of the tube to provide the necessary
internal shape_ and_ thirdj in joining a large numberof such tubes
together in the shape of a thrust chamber. Manualwelding and brazing
have been utilized to join the tubes together. Limited welding develop-
ment has been undertaken. Figure 7 shows a setup for welding of an
aluminum alloy chamber. Brazing offers advantages of improved produci-
bility_ lower costs, less time to fabricate_ and elimination of tube wall
burn-through during joining. Molten salt dip brazing has been demon-
strated successfully on 6061 aluminumtubular chambers. Large facilities
for molten salt dip brazing are not presently available. The primary
limitation of this joining procedure is largely tolerance control. Fur-
nace brazing in pure_ dry hydrogen has been demonstrated successfully on
large-size 5_7 stainless-steel tubular chambers (fig. 8) using nickel-
base brazing alloys. Problems encountered with furnace brazing of
stainless-steel tubular chambersare: (i) tolerance control and (2)
large surface area which requires low dewpoint to prevent formation of
surface oxides with resultant interference in wetting with the braze
alloys. Somedifficulty has been experienced in hydrogen-furnace brazing
of alloys containing aluminum or titanium such as 17-7PHand Inconel X.
The aluminumor titanium in the alloys makes them highly susceptible to
formation of tenacious surface oxides which prevent obtaining satisfactory
braze joints. Extremely low dewpoints_ -i00 ° F or lower 3 or iron plating
of the tube exterior surfaces have proved successful solutions to this
problem. Vacuumbrazing maybe required for future assemblies. Automatic
welding is another applicable joining technique.

Transpiration cooling may offer somepromise in maintaining cooled-
thrust-chamber wall temperatures within the useful range of available
commercial materials. Materials problems of such designs_ if any3 are
not knownat this writing. However_the forming and joining character-
istics of porous metals need exploration. Problems mayexist with this
cooling system with respect to corrosion products or foreign matter clog-
ging the pores which may require evaluation in respect to specific pro-
pellants and systems.

Presently available materials permit operating temperatures of 1200°
to 1500° F for cooled thrust chambers. Here also_ the use of molybdenum
alloys as a future potential inner liner material may extend the operating
temperatures for cooled thrust chambersto 1800° F dependent on success-
ful state of art developments previously mentioned.

Injectors

Thrust-chamber injectors 3 whether for cooled or uncooled chamber
designs_ have the sameproblems. Generally_ the passages and numerous



small orifices are drilled into a thick disk. Hence, it is extremely
important that injector material be easily machinable. Drilling without
burrs is a problem since deburring is impr_ctical at manystages in the
operation. Frequently, one of the propell_nt componentsis extremely
corrosive and in passing through the injec_or could dissolve nonmetallic
inclusions and disrupt flow characteristic_. Nonmetallic inclusions have
also caused considerable machining difficulty. A great deal of care in
procuring highly clean material is necessary. In two phase alloys a dif-
ferent problem has been encountered in heavy plate_ that of internal
lamination. Both problems, however_ involve a meansof determining non-
destructively the quality and soundnessof the raw material to be used
in fabrication. Completely satisfactory ilspection techniques and stand-
ards have not been established for most materials of interest. Ultra-
sonic inspection shows promise.

A possibility exists for reducing the time of fabrication and
cost of drilling numeroussmall holes. Brazed assemblies offer a promise
of cost reduction possibilities in which an easy-machining aluminum alloy
is bonded to a high-strength steel.

TURBINEDRIVESYSTEMS

Turbines

Turbine drive systems utilize the energy of hot combustion
gases to produce useful mechanical or electrical energy through pumps,
gears, alternators, and so forth. The turbine wheel is one of the most
critical componentsin the system. Materials for turbine wheels must
possess a high strength-density ratio in both tension and compression,
low creep rate_ and high rupture strength o_er a wide temperature range
(1300° to 2400° F) and generally for times _p to i0 hours. High thermal
conductivity and low thermal expansion are lesired to give high thermal-
shock resistance. Corrosion resistance to the combustion gases and
microstructural stability under the conditions of stress and temperature
for the service life are necessary. The mazerial must be capable of
being machined, cast, or pressed, economically, to the desired shape.
Figure 9 presents the yield strength of various elevated temperature
alloys considered for use in turbine wheels as a function of temperature.
The alloy systems can be grouped according _o their base element, harden-
ing element content, and the temperature at which rapid overaging occurs
with a resultant large strength decrease. !_hesegroupings, when compared
to gas generator gas temperatures, define the alloy systems to be con-
sidered. High rotational speeds are characteristic of most turbine drive
systems. Hence, turbine-wheel material dem_ity is significant in defining
the stress levels attained and, for all ai_,orne systems, weight (i.e._
density) is an important design consideratic)n. It is therefore valuable



to comparematerials on a strength-density ratio basis as has been done
in figure I0. A considerable portion of the interest in utilizing
titanium-carbide-base (TIC) cermets in turbine wheels is due to the low
density of the materials.

Cast cobalt-base alloys_ such as Haynes31, and forged and machined
precipitation hardenable iron-base austenitic alloys 3 such as Discaloy_
have been used. Increased strength and operating temperature require-
ments presently dictate use of alloys such as Modified Discaloy_ Inconel
713C, Ren_ 41_ and other new nickel-base types. Titanium-carbide-base
cermets and molybdenumalloy wheels have been given serious consideration.

Oneof the problems encountered in turbine wheels is cracking at the
root of the buckets due to insufficient ductility in the material to
relieve thermal stresses resulting from thermal gradients during thermal
cycling (fig. ii). The immediate problem in the evaluation of materials
for turbine wheels in rocket-engine auxiliary power systems is the lack
of tensile_ creep_ and stress-rupture data under conditions of rapid
heating and suddenly applied loads for short-cycle_ short-life operation.
Recently initiated ultrashort-time tensile and creep tests have been
predominantly concerned with airframe materials and requirements. Con-
sequently_ the materials and typical cycles of interest applicable to
turbine wheels remain unexplored. Muchwork has been done by the NASA
and others to provide an understanding of the behavior of brittle mate-
rials. There is still an inadequate understanding of the behavior of
someof these materials_ such as cermets_ under the transient startup
conditions of large thermal gradients experienced in turbine wheels. A
satisfactory criterion relating the thermal-shock resistance of a mate-
rial to turbine-wheel design parameters is necessary. Molybdenumalloys_
which maybe the only commercially available materials for service above
2000° F_ have not been evaluated in section sizes of interest_ which is
quite necessary for all systems strengthened by strain hardening. How-
ever_ ductility of molybdenumas well as its high density must be consid-
ered. Similarly_ the oxidation behavior of molybdenumand the character-
istics of oxidation-resistant coatings for molybdenumhave not received
attention for short-life applications. Bucket contours are machined from
the forged blank in manydesigns. Large quantity production necessitates
process development to reduce the amountof machining required. Mechani-
cally attached buckets_ composite designs utilizing cast bucket segments
and forged disks, and forged-in rough bucket shapes for small-diameter
turbine wheels are approacheswhich have not been developed or thoroughly
evaluated.

An entirely new concept_ applicable to satellite vehicles_ must now
also be considered. This is extremely high temperature (3500° F) long
life (to i0_000 hr) turbine wheels. There is presently no basis for
designing to such requirements. Alloy systems with engineering properties
that could operate under such conditions have not been achieved.
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Bearings

Another critical componentis bearings. Bearings are presently
lubricated with oil_ fuel 3 or oxidizer_ dependent upon the system. A
problem exists with turbine bearings that _is related to turbine-wheel
temperatures. As wheel temperature increa_;es, the problem of maintaining
bearing temperatures to below 700° F becom_sincreasingly difficult.
This is particularly true of high-speed highly loaded bearings. Studies
are necessary to evaluate and develop bearing materials for unlubricated
operation throughout the operating temperature range of the components,
very high in turbine bearings to very low in subzero fluid pumpsystems.
An independent but related study is necessary to evaluate and develop
lubricants which can withstand operating temperatures ranging from low
to high. Dry-film bonded graphite, sulphides, nitridesj and carbides
are considered as possible lubricants. Coild-worked 300 series stainless
steels, cermets_ cobalt-base hard-surfacing alloys_ and molybdenumare
considered as possible future bearing materials.

GasGenerators

Another critical subassembly in turbi1_e drive systems is the gas
generator. It is generally considered tha-; service temperatures for gas
generators are lower for monopropellant systems than for bipropellant
systems. However, service temperatures as high as 2400° F have been
obtained with normal propyl nitrate monoprc,pellant. Two significant
problems are: (I) The gas generator body rmy be exposed to an exterior
atmosphere different from the interior atmosphere, and (2) the fabricating
processes are not as readily adaptable to _lloys being considered for
future high-temperature service. An interior reducing atmosphere and an
exterior oxidizing atmospherepresent problems when the body material is
not resistant to one or the other. Among_.vailable materials_ Haynes25
cobalt-base alloy has provided best servic_ for temperatures to 2200° F
with Hastelloy C as second choice.

Nozzle erosion-corrosion has occurred with several elevated-
temperature service alloys. This phenomen_,nis not understood, and, there-
fore, predictions of material behavior carnot be reasonably made. Further
investigation is required. In manyhot ga_ systems utilizing carbon con-
taining fuelsj coking occurs as a result ol combustion at less than
stoichiometric ratios, a limitation impose_!because of the necessity of
keeping componentoperating temperatures b_low specific values. Coking
alters and plugs gas passages and erodes s_rfaces. Materials capable of
higher temperature operation would permit _fficient combustion and elimi-
nate coking.

Future use will require the evaluatior of molybdenumalloys_ tungsten 3
and cermets for gas generators. However__ more extensive study of the
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effects of processing, forming, and Joining protective coatings on mate-
rial properties will be required. Suchprocesses as drawing, spinning,
tube forming, rolling, and joining are not as advancedfor molybdenumas
forging and require further investigation.

Pumps

Pumpsare characterized by complex housings and complexmachined
impellers. The major problems with housings are weight and casting
quality such as low ductility and porosit_ Weight reduction dictates
the use of 355 and 3S6 aluminum casting alloys. Normal porosity can gen-
erally be corrected by the use of suitable impregnants such as plastics,
petroleum derivatives, waxes, water glass, or other chemicals. Vacuum
and pressure impregnation are two accepted methods used, with vacuumcon-
sidered as the superior one. However, when service conditions require use
with cryogenic or highly oxidizing propellants, the commercially available
impregnants do not provide satisfactory service because of one or both of
the following reasons: (1) The impregnant is reactive with the propel-
lant, and (2) differences in contraction between casting and impregnant
result in unreliable sealing.

Developmentof processes is necessary to permit alloys with higher
yield strength and high ductility, free from gases, to be cast into com-
plex shapes. Such developments might include vacuumpouring or casting
in an inert gas atmosphereand the use of ultrapure aluminum alloys (very
low in iron and other impurities). Reduction of interstitial dissolved
gases in the higher strength alloys through vacuumor improved degasifi-
cation techniques mayprovide improved poroslty-free high-yield-strength
castings. Structure variations may also be improved through pouring
temperature control, mold selection, and use of chills. Successful de-
velopment of casting techniques which improve ductility and eliminate
porosity when applied to pumphousings will avoid the problem of loss of
pressure tightness and increased bursting pressure. The sametechniques
if extended to the casting of impeller shapes will minimize costly time-
consumingmachining operations.

A major problem with pumpsfor acid service is corrosion, which may
exist in such forms of attack as galvanic corrosion, crevice corrosion,
fretting corrosion, and salting.

Galvanic corrosion is produced by the placement of dissimilar metals
in intimate contact with each other, or in close proximity, both in the
presence of an electrolyte such as acid. The most obvious and efficient
solution is to avoid dissimilar metals in this configuration or to use
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those metals that are of approximately equsl potential on the galvanic
scale. The use of dissimilar metals in pumpassemblies is a result of
the variation in materials required to satisfy service conditions of the
componentps_ts_ such as bearings, shafts 3 pumphousings_ and so forth.
The separation maybe physical in nature (space) or maybe accomplished
by utilizing insulating spacers (nonmetallic_ corrosion-resistant
materials).

Crevice corrosion is caused by the ac_:ion of concentration cells
between closely adjoining surfaces acting to restrict or prevent the
replenishment of oxygen in the affected area. The result is localized_
excessive attack ultimately causing failure of the (usually) pin-hole
type. The use of corrosion-resistant shims or spacers or redesign of
the componentto eliminate crevices is recommended.

The problem of salting is especially _erious in componentsutilizing
aluminum as a material of construction. W:th most oxidizing propellants_
corrosion produces crystals of aluminum salts that bridge the gap between
mating parts. Someof these salts are extremely hard_ and scoring of
smooth surfaces and damageto seals result from mechanical operation.
Whenbound parts are broken loose_ the assembly mayoperate satisfactorily
or may fail during the next run. The causes of the salt formations have
not been definitely established, but certain factors are believed to
contribute. (i) Acid composition has been demonstrated to influence
corrosion rates of materials_ and the form_tion of corrosion products
alters the composition by changing the dis_olved solid content of the
acid. (2) The type of materials in the ca_onents influences the species
of dissolved ions in the acid and will govc_rnthe quantity of dissolved
solids. (3) Galvanic effects and dissocia;ion of the acid associated
with close fitting parts tend to accentuat_ the corrosive effects and
locally increase the concentration of dissolved solids to augment the
salting problem. (_) Idleness of the flui_L system causes stagnation of
the propellant in crevices and in areas of close-fitting parts. This
stagnation then permits dissociated produc;s to accumulate. Further_
the dissociation products tend to accelera;e corrosive attack. During
corrosion_ metallic ions are taken into soLution_ which results in the
precipitation of nitrate salts after the s_it solubility limits have
been exceeded.

TT_euse of at least two methods of preventing or minimizing salting
is hl_ediately obvious_ although they have not been shownto be com-
pletely satisfactory. First_ the isolatio_ and substitution of materials
in close-fitting componentscould be effected to reduce the effect of
_alvanic couples and the resultant rapid corrosion. Second_the corro-
sive attack by dissociated acid ions mayb_ reduced by flushing the
system after use or by introducing storage solutions during periods of
i_activity or both.



13

Another major problem with pumps_both for acid and liquid oxygen
and other cryogenic propellant service_ is seals. Somegeneral proper-
ties which must be evaluated to determine the suitability of nonmetallic
materials for use as seals with any propellant include changes in tensile
strength_ elongationj volume_hardness_ flexibility, stiffness (at
low temperature if appropriate), and compression set. As an exsmple_
should excessive swell occur to an O-ring on exposure to a propellant_
an increase in friction would occur on a moving seal 3 and someextrusion
from the O-ring groove may occur which would cause tearing and disinte-
gration of the seal. Even though disintegration of the ring did not
occur, the increase in friction would drastically alter the operating
characteristics of the mechanism. In addition_ any adverse effects the
materials themselves may have on the propellant must be carefully noted.
Recent investigations of various rubbers and plastics for use in contact
with ethylene oxide indicate these materials polymerize the propellant
which results in a slightly cloudy appearance or in someinstances a
complete solidification of the fuel. Completeevaluations are required_
and a full knowledge of exact operating conditions is extremely important.

Fuming nitric acid systems are notorious for their corrosive action
on nonmetallic materials. Such systems employ Teflon_ KeI-F_ and KeI-F
elastomer because of their greater resistance to chemical attack. How-
ever, Teflon is noted for its poor resistance to cold flow and cannot be
placed under high loading and still maintain a seal. KeI-F plastic, if
plasticized (for greater resiliency)_ rapidly becomeshardened because
of leaching out of its plasticizer by the acid. KeI-F elastomer3 the
only fuming-nitric-acid-resistant rubber, gradually swells_ softens 3
abrades_ and delaminates with use in a sliding seal. It has often taken
a set while installed in an O-ring groove and assumesa square instead
of a round cross section. Naturally_ the life of such a seal is limited
and requires frequent replacement.

PROPELIANT TANKS

Propellants are stored in tanks and may be fed to the injector

by pumps or by pressurized gas. The most critical problems exist in
those tanks which must withstand high pressures. One of the prin-

cipal criteria for selection of material for tankage is based on the

propellant employed. At present, 17-TPH and type 410 stainless steels

have been widely used for acid service, pure aluminum and selected

aluminum-clad alloys for hydrogen peroxide_ and austenitic stainless

steel or other face-centered alloys for liquid-oxygen service. Param-

eters generally considered in the selection of the material are (i)

corrosion resistance, (2) decomposition of the propellant, (3)

strength-density ratio_ and (4) fabricability.
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The types of corrosion problems generally encountered are inter-
granular and stress corrosion cracking. Somematerialsj such as cold-
worked 304 stainless steel, normally a corrosion-resistant material 2 are
sensitized whenwelded and will exhibit intergranular corrosion in the
weld and heat-affected zones whenexposed to fuming nitric acid. Inter-
granular corrosion is manifested by a preferential attack at the grain
boundaries. Intergranula_ corrosion occurs because of electrochemical
potential differences between grain body anl the adjacent grain boundary.
Such differences result_ according to one t_eory_ from the precipitation
of carbides and other constituents 3 leaving anodic areas which are
degraded by electrochemical action 3 as in galvanic corrosion. Another
theory postulates lattice strain differentials between grain and grain
boundary. Control of carbide precipitation through addition of sta-
bilizing elements such as columbium or titauium is one method of com-
bating intergranular corrosion. Another approach is to anneal after
welding, size permitting. Development of ultrasonic or other cold-
welding techniques for application to tankage fabrication would elimi-
nate sensitization in the weld zone and th_s provide control of carbide
precipitation.

Type 410 stainless steel, in certain heat-treated conditions, is
subject to rapid failure by stress corrosiou cracking upon exposure in a
stressed condition to acid (fig. 12). Stress corrosion cracking occurs
under conditions of static tensile stress ia conjunction with exposure
to a corrodent. The stress maybe either applied or residual. A peculi-
arity of stress corrosion cracking is that _imost any metal will be sub-
Ject to this failure in certain specific environments; but the sameset
of conditions which causes cracking in one netal will not necessarily
affect another. Although it can generally 0e expected that the static
tensile stresses causing failure are close to the yield strength of the
material, there have been failures at stresses muchbelow the yield
stress. These probably are the result of local stress raisers, in the
form of mechanical notches, corrosion pits, or intergranular corrosion,
which cause concentration of the stress to the point where cracking
occurs. Figure 13 indicates the effect of fuming nitric acid temperature
and imposed stress level on the time to failure for type 410 stainless
steel heat treated to two temper conditions. It is believed that in-
creasing acid temperature increases the rate of formation of the initiat-
ing crack. It is also believed that the effects of increasing imposed
stress level are: (i) acceleration of the _orrosion which produces the
initiating crack, (2) increase in the rate of growth of the crack to a
critical length_ and (3) decrease in the critical crack length necessary
for fracture. In 410 stainless steel it is believed that the microstruc-
tural changes responsible for the drastic reduction in impact strength_
general corrosion resistance, and secondary hardening observed in the
700° to i000° F temper temperature range also are responsible for the
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sensitivity to hydrogen embrittlement reported and stress corrosion
observed. Further basic studies are necessary to determine the mecha-
nism and qualitative effect of factors inducing stress corrison crack-
ing and hydrogen embrittlement.

Corrosion and its effects can be controlled for long periods of
time by the addition of inhibitors. (Hydrofluoric acid is an inhibitor in
fuming nitric acid.) As a result of research and development3 it was
possible to establish optimuminhibitor concentrations for white and red
fuming nitric acids as well as to determine the effect of storage time
on corrosion resistance. Figure 14 shows the effect of hydrofluoric acid
additions to white and red fuming nitric acid in reducing the corrosion
rate of 347 stainless steel and 6061-T6 aluminum alloy. Corrosion rates
expressed as a thickness loss in mils (thousandths of an in.) penetration
per year are converted from weight loss by meansof the following
formula:

where

R

19.51

AW

d

A

t

R= 19.31 AW
dAt

corrosion rate_ in./yr

conversion factor

weight loss due to corrosion, g

density of alloy tested, ib/cu in.

surface area of test specimen, sq in.

immersion or exposure time, hr

Long-time storage material and propellant compatibility testing are

needed. Retaliatory missiles must be in a state of readiness at all

times_ which could mean the requirement that tanks be operable after

long storage_ fully loaded with propellants 3 and possibly highly

stressed. The stress corrosion and hydrogen embrittlement sensitivity

of potential tank materials should be determined in pressure vessel tests.

For minimum weight designs, particularly for pressurized gas systems,

increased material strength is required. No weldable aluminum alloy of

strength comparable to 7075 exists. The high strength of precipitation-

hardenable stainless steels cannot be used in pressure vessel design
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because of brittleness at high strength levels. Higher strength mate-
rials at subzero temperatures may possibly be attained by use of strain-
hardening austenitic stainless steels. This technique has been estab-
lished with 300 series stainless steels on a laboratory scale.

Having attained higher strength level naterials 3 the problem of
retaining the strength through assembly or obtaining the strength after
assembly remains. Existent commercial joining techniques involve high
temperatures which reduce the strength of strain-hardened materials to
varying degrees. This necessitates heat treating to obtain the high
strength levels desired and introduces many fabrication problems because
of inadequate facilities to handle large-size components(tank diameters
to i00 in.). Cold-joining techniques such as ultrasonic welding require
evaluation and development to utilize this potential process for putting
together high-strength subassemblies.

A greater understanding of the brittle behavior of metals at high
strength levels is ncessary. Vacuummelting is believed to be beneficial
in that internal notches arising from nonmetallic inclusions or gases
would be reduced. Vacuum-meltedalloys need to be more thoroughly com-
pared to alloys produced by standard commercial practice. In this con-
neetion_ there is also the problem of establishing standards for accept-
ance and the meansof inspecting material. Rawmaterial must more nearly
approach perfection whenmaximumattainable strength and reliability are
the goals.

Manyhigh-strength steels becomeembrittled during conventional
cleaning operations. There is need to investigate ultrasonic methods as
a substitute to avoid such embrittlement. In the pastj it has been dif-
ficult to adapt such equipment to the clea_ing of large fabricated
hardware.

Frequently 3 rigidity requirements ilm_t gage reduction that could be
obtainable from increased strength. To obtain weight savingsj the feasi-
bility of hollow-core construction (honeyccmb_tube skin) requires
establishment.

CRYOGENICPROPELI_S

Introduction

Oneof the earliest oxidizers utilized in liquid-propellant rocket
engines and still extensively utilized is 3iquid oxygen_ a cryogenic
fluid. Interest in cryogenic fluids of lo_er boiling temperature than
liquid oxygen is increasing. At the liquid-oxygen temperature_ -297° F_
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the numberof materials of construction which have useful engineering
properties is very limited. Several for which data are available are
shownin figures 15 and 16. Considerable data exist for metals and alloys
at temperatures to -320° F. Information of a general nature indicates
face-centered cubic lattice structures retain considerable ductility or
experience increased ductility at such temperatures, whereasbody-centered
cubic lattice structures, though increasing considerably in strength, suf-
fer transition from ductile to brittle fracture characteristics. Although
a limited amount of work has been done in the investigation of the behavior
of metals and alloys at lower temperatures, to -425° F for liquid hydro-
gen, the information obtained is not sufficiently extensive to provide
adequate engineering design data. Extrapolation of data in these tem-
perature ranges is dangerous, though no more so than at any other tem-
perature whenextrapolations are madewithout adequate knowledge. Cer-
tain materials experience microstructural changeswhich have accompanying
deleterious effects on mechanical properties. Martensitic microstructures 3
as obtained in carbon and low alloy steels and in martensitic stainless
steels (400 series), are brittle at low temperatures. This character-
istic behavior of this class of materials eliminates a large number of
alloys with considerable design and fabrication history from considera-
tion for low-temperature use. The ductile materials such as monel,
nickel, and annealed austenitic stainless steels have low strength-density
ratios and therefore are not the most desirable for lightweight design.
Available information_ therefore, merely indicates the following general
types of alloys which mayhave application for low-temperature service:
the stable iron- and nickel-base austenitic alloys and aluminumalloys.

Someof the major problems encountered in liquid-oxygen systems will
be discussed briefly to provide a better understanding of the degree of
difficulty which can be expected with lower temperature systems.

Liquid-Oxygen-Systems Problems

A major problem with moving contact surfaces in liquid oxygen is
lubrication. Lubricants of the normal liquid and grease types cannot be
used in liquid-oxygen systems because of the chemical reactivity and
ignition hazards involved. It is necessary to use an inorganic, noncom-
bustible, dry-film lubricant for such applications. However3 dry-film
lubricants maynot function properly below -80° F. Heaters are fre-
quently employedto maintain operating temperatures above -80° F. Such
an arrangement adds to the complexity of the design and contributes con-
siderable weight to the system.
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Another major problem with lubricants _!s seals. In valves there is a
need for a satisfactory lubricant compatibl_ with both the rubber O-ring
and the propellant. Normal liquid or greas_ lubricants are not compatible
with oxygen. The lubricants of this type w]Lich are compatible (normally
fluorocarbons) have a deleterious effect on the O-rings employed. Dry-
film lubricants have been attempted but do _Lotpossess the necessary
lubricity with rubber surfaces. There is all_soneed for a nongalllng
thread lubricant. A recent tentative specification required a resistance
of 70-foot-pound impact loading for such a lubricant. After considerable
investigation it was found that only one such lubricant was commercially
available, and in recent tests the vast majority of lots failed to meet
the specification requirements. The fluoro'_arbon lubricants, neverthe-
less, are amongthe most impact-resistant m_terials available as shownin
table III. However, these materials_ when inder high shear loading in
contact with fresh aluminum surfaces, exhibLt a strange phenomenon,deto-
nation with great violence. Naturally, the_e materials, which are other-
wise highly desirable lubricants, cannot be used under high shear loading
with aluminum.

Metal seals offer somepromise for use in liquid oxygen. To obtain
adequate seals, the use of metals with too vide a differential in coeffi-
cient of expansion must be avoided_ such as austenitic stainless steel
and aluminum alloys in the sameassembly. _requently, it maybe desira-
ble to use a low-expansion alloy_ such as l_var, for certain component
parts. However_data on the expansion characteristics of Invar and
related alloys are frequently unavailable for temperatures lower than
-i00 ° F.

Liquid-oxygen tanks have been fabricated using conventional tech-
niques and low-strength material or material conditions. Welding has
been extensively employed. The evaluation of material and welds at
cryogenic temperatures is best based on benl ductility and impact-
strength test results. Information on the 0end ductility (angle at
which fracture occurs) at cryogenic temperatures is not available. The
angle at which fracture takes place in the bend test is influenced by
the manner in which the outer fibers of the test specimenelongate. An
analysis of the distribution of the elongation over a fixed gage length,
measured in increments of 0. I inch and referenced to the angle of frac-
ture, mayprovide a better meansof evaluating the ductility of welds at
cryogenic temperatures. Considerable impact-strength data at cryogenic
temperatures are available for unweldedalloys. Impact-resistance data
for welded materials are generally lacking. What is available, however,
indicates that considerable importance must be attached to the choice of
parent alloy for welded design, choice of _iller metal, and the fabrica-
tion operations following welding. Figure 17 indicates the effect of
welding and various post-weld heat treatmerts on the low-temperature



19

impact resistance of an unstabilized and a stabilized grade 500 series
austenitic stainless steel. Data on the unwelded parent material in the
annealed condition are included for comparison. Sensitization and ferrite
formation in the weld result in dangerously low impact values even in
the stabilized grade (S to lO ft-lb at -520° F). Data for alunimum
alloys indicate very low impact r@sistance in weld joints madewith the
most widely used filler metal composition, 4043. k study of the effect
of exposure to cryogenic temperatures on weld joint properties in all
materials of construction is necessar_

Onthe basis of available limited data and commercial Joining proc-
esses, tanks for liquid oxygen would have to be constructed from annealed
austenitic stainless steels, annealed nickel-base alloys, or aluminum
alloys. Increased wall thickness 3 due to low yield strength values for
these alloys, results in increased weight. The use of heat-treated
ferritic steels or precipitation-hardened semiaustenitic alloys for
higher yield strength design values is not practical because of a transi-
tion from ductile to brittle behavior at subzero temperatures. High
yield strength values have been obtained through the use of cold-worked
iron-_ nickel-, and cobalt-base materials. However, a thorough investi-
gation of the effect of exposure to liquid-oxygen temperatures on these
classes of cold-worked materials has not been madeand requires deter-
mination. Normal fusion welding methods are not suitable for strain-
hardened materials. To maintain adequate strength in joints and permit
full utilization of the capabilities of the limited number of alloys
available, other methods of joining must be developed° Here again,
development of ultrasonic welding techniques or application of resistance
or seamfusion welding at extremely rapid rates merits investigation to
reduce the extent of the heat-affected zone. Increased yield strength
values may also be obtained through the use of precipitation-hardened
austenitic alloys, such as A-286 and the newer nickel- and cobalt-base
heat-resistant alloys. These types of alloys can be fusion welded prior
to the precipitation heat treatment. However, investigation of the
properties at cryogenic temperatures for both parent metal and welded
joints for these alloys in the aged condition is necessary since no such
data are presently available.

Liquid Fluorine

Fluorine is the most powerful oxidizing agent known, reacting with
practically all organic and inorganic substances. Only inert gases, a
few complete fluorinated compounds(Teflon, etc.), and metals which
develop stable fluoride surfaces can be used to handle fluorine. In
addition to the extremely difficult problems of chemical reactivity,
liquid fluorine, with a boiling point of -305° F# imposes the sameliml-
tations on materials as liquid oxygen. The samegeneral classes of
materials would be useful: austenitic iron- and nickel-base alloys,
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aluminum alloys_ copper and copper-base all_ys. All rubbers are attacked
to someextent with increasing brittleness_ cracking 3 and surface
hardening.

Utilization of liquid fluorine will require an extensive study of
materials compatibility and development of _lonmetallic materials if
existent design concepts are retained. Unilue design approaches can
alleviate someproblems. Much increased em?hasis on _abricating process
utilization and development would be necessary with any design.

Liquid Hydrogem

Liquid hydrogen holds the sameposition in the fuel class as liquid
fluorine holds in the oxidizer class. The probability of use of liquid
hydrogen as a fuel increases as the need fcr higher energy propellants
increases. Rowever, a different set of prcblems exists. Problems of
handling liquid hydrogen arise predominantly from the extremely low boil-
ing point_ -425° F. Chemical reactivity w111be less significant.

A general problem of concern to engineers is the almost complete
lack of engineering data describing materials behavior at -A23° F. Avail-
able data on the properties of metals and _lloys at liquid-hydrogen tem-
peratures have been obtained from a limite4 numberof specimensand thus
indicate trends only. Properly evaluating and selecting materials for
use with liquid hydrogen require much investigation. For example, cold-
worked SO0series stainless steels_ applicable at liquid-oxygen tempera-
tures_ may experience martensitic transformation near -423° F with a very
sharp decrease in ductility and impact str(,ngth and may thus eliminate an
entire promising class of materials from cc,nsideration. The degree of
cold work to produce this transformation s]Lould be determined. Similar
studies are necessary for other metastable austenitic systems and even
for austenitic systems thought to be unque:_tionably stable. Such alloys
as cold-worked Haynes 2S and A-286j with or without aging_ and aged A-286
should be studied. The effect of manufact_ing and fabrication variables
on properties should be determined. Seemi:igiy unimportant composition
variations could result in significant pro[)erty differences. Investigators
have urged extreme caution and recommenda_ainst extrapolation of low-
temperature data, even from -320° F, to li[uid-hydrogen temperatures. Un-
known reactions may occur and rapidly chan_e the applicability of a material.

The exceptionally low temperatures will increase the mechanical and
physical property deficiencies of nonmetallic materials in general.
There is a very great deficiency in experi:nental data concerning what
changes actually occur in materials at these temperatures. Recent studies
have been madeon adhesives at temperatures below -$20° F. Bond strength
data indicate that the adk_esivesmaybe feasible for construction
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purposes. Since at present there is no knowledge of this application_
adhesive and adhesive filler systems must be investigated. Lubricants
may present a serious problem. Liquid lubricants and greases will prob-
ably be inadequate at liquid-hydrogen temperatures since they become
hard and solid, break up_ and form a debris of nonlubricating matter.
Dry-film lubricants will need investigating for service at these
temperatures.

CONCLUDINGREMARKS

Rapid adjustments to the new space age are inevitable. The specific_
present indications of such adjustments are: increasing, extensive
interest in an extremely broad range of operational temperatures (-423°
to 3500° F)_ a significant recognition of the necessity to reduce com-
ponent weight to minimt_us_a continuing trend toward very large size
systems, and the recognition that our defensive effort must be at least
capable of instant, retaliatory attack. These adjustments place a
tremendousburden upon those responsible for materials and process appli-
cation and developmentbecause of the vast unexplored areas which must
be mappedif the technology is to remain abreast of the requirements of
design. For exsmple_ the temperature range within engineering experience
for the past half century will probably be considerably extended in less
than a decade. The greatest single need3 therefore, is to extend our
knowledge of the behavior of engineering materials_ metallic and
nonmetallic.
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TABLEI. - SOMETHEORETICALPERFORMANCEVALUF_FOR

SPECIFICPROPELLANTCOMBUSTIONS

Oxidizer

Fluorine
Fluorine
Oxygen

Oxygen
Oxygen
Hydrogen

peroxide
Hydrogen

peroxide

Nitrogen
tetroxide

White fuming
nitric acid

Red fuming
nitric acid
(16_ NO2)

Fuel

Ammonia
Hydrogen
Aluminum

borohydride
Ammonia
Hydrogen
n-0ctant
m

Methyl

alcohol and

hydrazine

hydrate

Hydrogen

JP-4

Hydrazine

[Bipropellant s

Mix

ratio,
Oxidizer

Fuel

2.9

{stems.]

Cc nbus-

tic _ tem-

pe_ _ture 3
DF

512

Chamber

pressure,

lb/sq i_

500

Specific

impulse,

sec

295.5

9.42

1.52

1.25

2.89

5.10

2.54

11.5

4.7

i.16

6 )72

6 )00

4 354

5 _86

4 )95

5 _54

5 ;i0

5 )00

4 '28

571

276

250

545

230

224

279

229

242



TABLE II. - PHYSICAL PROPERTIES OF "NIAFRAX" SILICON CARBIDE

SILICON NITRIDE BONDED a

25

The_l conductivity,Btulhrlsqftlin.l°F
(at 2200 ° F) 115.5

Resistance to thermal shock Very good

Compressive strength at -

25 ° C

700 ° C

i000 ° C

1350 ° C

1500 ° C

Tensile strength at -

25 ° C

700 ° C

i000 ° C

1550 ° C

1500 ° C

Modulus of rupture at -

25 ° C

700 ° C

i000 ° C

1550 ° C

1500 ° C

20,000 psi

20,000 psi

25,500 psi

21,500 psi

11,900 psi

5,500

5,500

4_500

5,700

i_900

psi

psi

psi

psi

psi

5,500 psi

5,500 psi

7,000 psi

5,900 psi

3,000 psi

Elastic modulus at -

25 ° C 17.O)<106 psi

700 ° C 16.0×106 psi

i000 ° C 9.5xi06 psi

Density 2.87 g/cc

Porosity 6.0 to i0.0_

Coefficient of thermal expansion:

25 ° to 200 ° C

25 ° to 400 ° C

25 ° to 600 ° C

25 ° to 800 ° C

25 ° to i000 ° C

25 ° to 1250 ° C

Specific heat,  tul rllbl° 
0 ° C

ii00 ° C

1400 ° C

Refractoriness

5.26×i0 -6 in./in./°C

5.76Xi0 -6 in./in./°C

A.07XlO -6 in./in./°C

4.29Xi0 -6 in./in./°C

4.47><10 -6 in./in./°C

4.69Xi0 -6 in./in./°C

0.197

.297

.572

Does not have a melting

point, but dissociation

of SisN 4 takes place at

1900 ° C and of SiC at

2600 ° C

aWroten, W. L.: Nitride-Bonded Silicon Carbide - Bridges Gap Be-

tween Metals and Ceramics. Product Eng., vol. 28, no. 2, Feb.
1957, pp. 155-159.
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TABLE III. - LIQUID-OXYGEN - LUBRIC%NT IMPACT SENSITIVITY

Lubricant

Alpha Molykote_ Grade Z

Hooker, Fluorlube FS (Foreshot)

Hooker, Fluorlube S (Standard)

Union Carbide Carbon, Fluorothene G

Dow Coming DC-_

Dow Corning DC-6

Dow Coming DC-11

Dow Coming DC-33 (light)

Dow Corning DC-55 (heavy)

Dow Corning DC-_l

Dow Corning DC-25_S

Dow Coming DC-510

Dow Corning DC-550

Dow Coming DC-710

Dow Corning Valve Seal "A"

Dow Coming Pneumatic Grease #55

General Electric Versilube F-50

General Electric Versilube G-S00

Metco Valve Lube

Rectorseal #15

Gato High Pressure Thread Lube

Key Absolute Type B (MIL-T-55_2)

Type

Molybde _um disulfide

Fluorocarbon

Sill!on

? ContaLns lead carbonate

? Conta[ns graphite
?

?

Maximum

safe

impact

load,
ft-lb

59.2

1
lO

<lO

lO

lO

<lO

<IO

10

<lO

<2O

lO

<.]_0

1
lO

10
<10

10
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C- 50633

Figure i. - Interior of Haynes 25 thrust chamber in which failure occurred

by thermal fatigue in hot-spot area indicated by arrow.
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C-50655

Figure 5. - Forward view of acid-cooled thrust chamber showing tube-wall-thickness

reduction and burn-through as a result of erosion-corrosion action of high-velocity

hot exhaust gases.
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12 O'clock

F / / /

7 O'clock

6 O'clock C-D0657

Figure 5. - Interior surfaces in convergent section of uncoated aluminum alloy thrust

chamber. Lettered areas indicate regions of reduced tube wall thickness with sub-

sequent tube fracture and regions of localized tube wall melting.
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C-50638

Figure 6. - View looking through throat toward injector of interior surfaces

of aluminum alloy thrust chamber coated with tungsten carbide (dark surface

appearance). Coating extends from near inje:tor to aft of throat.
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\

_ C-50659

Figure 7. - Development setup for welding of aluminum alloy thrust chamber.
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C-50641

Figure Ii. Root cracks in turbine buckets.
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X250

X500

Figure 12. - Typical examples of stress corro_;ion cracking in 410 stainless

steel heat treated to a high strength level and exposed to fuming nitric

acid while stressed to a high level.
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Figure 15. - Time to failure by stress corrosion cracking of 410 stain-

less steel exposed to fuming nitric acid as affected by acid tempera-

ture, imposed stress level, and material heat-treat condition.
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Figure 14. - Corrosion rates of 547 stainless steel mnd 606 .-T6 aluminum exposed to 160 ° F liquid

fuming nitric acids for SO days.
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Figure 15. - Strength of materials at very low temperatures.
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Figure 17. - Impact resistance at very low temperatures.
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